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WIRING CONNE
- 4 INPUT
T - NPUT.
.+ OUTPUT
= OUTPUT E
PIN A + PWR./SIG,-
PIN B -~ PWR./SIG.
PIN C CALIBRATE
PIN D CALIBRATE

PIN E+F . NO CONN.

'( FIELD CALIBRATION PRESSURE= 40.084. 'ICD

CALIBRATION CIRCUIT .~ . .

An advantage of Viatran strain gage pressuré sensars is that the gain of span

of the readout system can be set withowt applying a Known pressure input. The - -

system setup can be accomplished by using a cafibrate circuit as explained
INTERNAL CIRCUIT ~~ Y- S
Most sensor madels are supplied with an internal shunt calibrate circuit either -
2s a standard or by special order. If this sensor has the circuit included it will
be notedt betow. “Slmply shorting the proper jping will praduce the calibration -
output signal fisted. - - Lo R

EXTERNAL CIRCUIT. -7
i the sensor does not inchide th

Transducer - Intemnal Calipration

Shorting pingv -~ & [y  will produce
a 15 .83 mA : ‘alibration output signal.

l:l Transducer - External Calibration T
Conpecting : - ohms across
pins - & will produce . -
a C callbration output signal. .

D Transmitter* - Internal Calibration Circuit and Switech

.al 1 represents N with a reading
of . B
Calzreprasents 0 ¢ withareading -
of : : : . - . o

NOTE: Al calibrations should be performed only after the transducer -
_has been adjusted for zero at zero prassure.. R

* See detailed instructions shipped with each unit.

" provided . that
5'&

the calibration circuit; the same typs calibration
can be accamplished by connecting a resistor of the value indicated across .-
the proper pins, This téchnigue {8 accurate for cable lengths of up to 200 ft.

WARRANTY

Vistran C

oxoration%varmms that iss products shall be free ft.'oui_. defective parts
and workman: {P for a period of twelve {E] months from date of original shipment,
L

stran's obligation hereunder shail be limited to correcting any
fective workmanship and/or replacisig any defective material F.O.B. destination.’

- A répair'is wareinted nipety (90) days from repair date under conditions of original

warranty period uhless supérseded by original warranty period. If inspection by the
Compa?llyper uchproduct%fres not di,s,clozg any defect of workmanship or miaterial, the

omp extdar charges will '-lpp!?. This warranty. carries. no liability,. sithet
or ;mplii. beyosid our obligadon to replice: the uni ich carries the

warranty. This warsenty 15 in liew of all other wacranties of merchenssbility oe fitpess.

‘No al!gvmce will e maide. for-gny expense incurred for correcting any deféctive
- workmanship and/.
. shipped to' i

‘must be feferenced on the package to dssure acceptance at our shipping dock

maerial without written consent by Viatran.  Unic must be
e Company, wrafisporation prepaid, and return authorization, sumber
rices,

specifications and decisions subject to chuclige without notice. - . . R
The Cumc‘:any' shall not be liable for and the Purchaser assumes and agrees to in-

demnify and save harmless the Company in respect 1o any loss or damage that may

- arise through the use by the Purchaser, or athers, of any of the Company’s products,

This warraney is void if che product is subjected to misuse, accident, neglect or

., improper application, installation or operation. This warranty is void if prioc defects in

materisls or workmanship repirs are made by anyone except Viatran or its authorized
service agency. ; . S S :
Most Viatrun sepsors have been dedigned to be easily repaired and recalibrated if
necessary. If a failure occurs, the sensor should be returned to the factory for inspection
and teacing, If the sensor failure is covered by our one year warranty policy, the anit will
be repaired a9 necessary and reshipped without delay. Sensors usually dor covered by

" warranty can be repaired within four to six weeks for approximately thirty to sixty per

cenr of the purchase price. Simple repairs can often be made for minimum charge.
Units should be returned (o the attention of the Repeir Department, after obtaining a

return authorization number from the customer service desk at (716) 773-1700.
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